FINLUX  DOMESTICA |

“Fintux”,
Rising Sun of Finland
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The history of the brand

The Finlux brand has been available in Euwrope since 1964 when Iskumetalli, a subsidiary of the
Finnish Lohja conglomerate, started manufacturing televisions in Finland. From 1002 until 1906,
Finlux televisions were a part of Nokia consumer electronics, after which they were purchased by
Semi-Tech a Hong Kong based company. In 2000, all research and development departments along
with its marketing, sales and export operations were brought back to Finland. Finlux Ltd. was
established in 2002, and since then, Finlux has been a leading expert in digital technology in Finland.

Finlux has subsequently been launched in all European regions. Cutting edge technology, research,
development and the Scandinavian heritage of Finlux create the foundations for Finlux brand.
Finlux is synonymous with Scandinavian living and Finlux represents the key principles of a
Scandinavian lifestyle healthy, simple and functional.
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15745

. 157
1 1024x768)
: 250cm/m2
1450:1
4:3
1024 x 768

Nicam Stereo, 2x3w

100 Preset Channels

Teletext page memory: 7pages

Sleep timer: !

Child Lock: " # !

Colour system: PAL, Secam, NTSC 3.58, NTSC 4.43
Tuner bands: VHF, UHF, S-CANAL, Hyperband

$
>W46,0cm x H36,5cm x D9,0cm
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19850

2197

Display format: 16:9 (Wide)
:HD Ready
: 300cd/m2

Contrast ratio: 800:1
1440 x 900

- $&

Built — in DVB-T tuner (MPEG 2 Compatible)

7 "&

g™ " (EPG)

Video standards: PAL, Secam, B/G,D/K,l,Secam L/L’
Colour system: PAL, Secam, NTSC 3.58, NTSC 4.43

1( (
" g

(APS)

200 preset analogue, 2000 preset IDTV channels memor y
Teletext page memory: 1000

PC Stand By On-Off

4:3-16:9 Auto switch (WSS)

Program Sorting

19850

& %!

(.

German + Nicam Stereo
Nicam / A2 Stereo

Automatic Volume Limiter (AVL)
2x3w speakers

%! &
1xHDMI socket V 1.3 SPDIF '
Audio line In (2xRCA) audio line out (2xRCA)
Headphone Jack
VGA video and audio inputs
1xScart
Composite video input (YPbPr)
1xCommon Interface Slot
Antenna connection IEC (750hm coaxial)

$
>W46,0cm x H36,5cm x D7,5cm

*&i#t
1w
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22850DVD . 22"
Display format: 16:9 (Wide)
:HD Ready
: 300cd/m2
Contrast ratio: 1000:1
1680x 1050

- $&
Built — in DVB-T tuner (MPEG 2 Compatible)
7 "& by (EPG)
Video standards: PAL, Secam, B/G,D/K,l,Secam L/L’
Colour system: PAL, Secam, NTSC 3.58, NTSC 4.43
Tuner bands: VHF, UHF, S-CANAL, Hyperband

USB Play
"& DVD player
usB 2.0," 0 SD/MMC

MPEG layer 1/2/3, XviD version1.1.2
DVD - Video, DVD-R, DVD+R, DVD-RW, DVD+RW, CD-R, CD-RW,

VCD.

22850DVD

1 (
" g (APS)

200 preset analogue, 2000 preset IDTV channels memor y
PC Stand By On-Off
4:3-16:9 Auto switch (WSS)

Program Sorting %! () "
*&tt 1 75w

&
German + Nicam Stereo 1 ()
Nicam / A2 Stereo
Automatic Volume Limiter (AVL)
2x4w speakers $
% & >W52,5cm x H40,5cm x D8,5cm
1xHDMI socket V 1.3 SPDIF
Audio line In (2xRCA) audio line out (2XxRCA)
Headphone Jack
PC VGA video and audio inputs
1xScart input sockets
Composite video input (YPbPr)
1xCommon Interface Slot
Antenna connection IEC (750hm coaxial)
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26850 THINLUX
. 26"
Display format: 16:9 (Wide)
" :HD Ready 1080p FULL HD
: 300cd/m2
Contrast ratio: 15000:1
1920 x 1080

- $&
Built — in DVB-T tuner (MPEG 2 Compatible)
7 "& g " (EPG)
Video standards: PAL, Secam, B/G,D/K,I,Secam L/L’
Colour system: PAL, Secam, NTSC 3.58, NTSC 4.43
Tuner bands: VHF, UHF, S-CANAL, Hyperband

26850 THINLUX

%! &
4xHDMI sockets V 1.3 SPDIF

/ .
(" (! oo (APS) Audio line In (2xRCA) audio line out (2xRCA)
Teletext page memory: 1000pages Headphone Jack
200 preset analogue, 2000 preset IDTV channels memor vy S-Video reception over SCART
PC Stand By On-Off PC VGA video and audio inputs
4:3-16:9 Auto switch (WSS) 2xScart input sockets
Program Sorting Composite video input (YPbPT).
PIP (Picture in Picture), PAP (Picture and Picture) Common Interface Slot
Automatic HDMI switching 3

>W60,5cm x H47,5cm x D5,0cm

o 3D comb filter
SRS Trusurround XT
Nicam / A2 stereo
Automatic volume limiter (AVL)
2x6w speakers
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32850 o
Display format: 16:9 (Wide)
" :HD Ready
: 500cd/m2
Contrast ratio: 15000:1
1366 x 768

- $&
Built — in DVB-T tuner (MPEG 2 Compatible)
7 "& g™ " (EPG)
Video standards: PAL, Secam, B/G,D/K,I,.Secam L/L’
Colour system: PAL, Secam, NTSC 3.58, NTSC 4.43

USB Play
USB 2.0

MPEG layer 1/2/3, XviD version1.1.2

32850

/( (
" bgm™ " (APS)
200 preset analogue, 2000 preset IDTV channels memor y
PIP (Picture in Picture), PAP (Picture and Picture)
PC Stand By On-Off
Teletext page memory:1000 page

Program sorting %l ()
Automatic HDMI switching &t - 170w
4:3-16:9 Auto switch (WSS) & " ( L # | 1w
—_— . 1 O)
3D comb filter
Nicam / A2 stereo $
Automatic volume limiter (AVL) >W78cm x H57cm x D10,0cm

2x8w speakers

%! &
1 HDMI V 1.3 SPDIF *
Audio line In (2xRCA) audio line out (2XxRCA)
Headphone Jack
S-Video Reception over Scart
PC VGA video and audio inputs
2xScart input sockets
Composite video input (YPbPr)
Common Interface Slot
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37850

37850

. 377
Display format: 16:9 (Wide)
" :HD Ready 1080p FULL HD
: 500cd/m2
Contrast: 12000:1
1920 x 1080

s

- $&
Built — in DVB-T tuner (MPEG 2 Compatible)
7 "& Lgomon (EPG)
Video standards: PAL, Secam, B/G,D/K,l,Secam L/L’
Colour system: PAL, Secam, NTSC 3.58, NTSC 4.43

USB Play
USB 2.0
MPEG layer 1/2/3, XviD version1.1.2

1 (
" g (APS)

200 preset analogue, 2000 preset IDTV channels memory
Teletext page memory: 1000page

PIP (Picture in Picture), PAP (Picture and Picture)
Automatic HDMI switching

PC Stand By On-Off

4:3-16:9 Auto switch (WSS)

%! ()
3D Comb filter &t
SRS Trusurround XT & (
Nicam / A2 stereo 1 0)
Automatic volume limiter (AVL) $
2X8W speakers >W90cm x H60,5cm x D9,5cm
% &

2xHDMI sockets V 1.3 SPDIF
Audio line In (2xRCA) audio line out (2xRCA)
Headphone Jack

S-Video Reception over Scart

PC VGA video and audio inputs

2xScart input sockets

Composite video input (YPbPr)

Common Interface Slot
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42760
. 427
Display format: 16:9 (Wide)
:HD Ready 1080p FULL HD
1920 x 1080

- $&
Built — in DVB-T tuner
7 "& g™
(EPG)
Video standards: PAL, Secam, B/G,D/K,I,
Secam L/L’
Color System: PAL, Secam, NTSC 3.58,ntsc 4.43

Automatic program sortin (APS)
" bgmoo (APS)
100 Preset Channels
Program Sorting
PIP (Picture in Picture), PAP (Picture and Picture)
Teletext page memory: 1000page
Sleep timer
Child Lock

42760

v 3D comb filter
SRS Trusurround XT

Nicam / A2 Stereo
Automatic Volume Limiter (AVL)
2x8w speakers

%! &
4xHDMI sockets
PC VGA video and audio inputs
2x Scart input sockets
Composite video input (YPbPr)
Antenna connection

%! () !
*&#t : 255w
& "( C+# ! 1w

1 )

$
>W103cm x H73,5cm x D10,0cm
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42850 HINLUX -
Display format: 16:9 (Wide)
:HD Ready 1080p 100HzFULL HD
: 500cd/m2
1 40000:1
1920 x 1080

- $&
Built — in DVB-T tuner (MPEG 2
Compatible)
7 "& Ly ™"
(EPG)
Video standards: PAL, Secam, B/G,D/K,l,
Secam L/L’
2 0 : VHF,UHF, S-Canal, Hyperband

USB Play
USB 2.0

MPEG layer 1/2/3, XviD version1.1.2

42850 HINLUX

/( (
" Ly (APS)
200 preset analogue, 2000 preset IDTV channels memor vy
PIP (Picture in Picture), PAP (Picture and Picture)
PC Stand By On-Off

o 3D comb filter
SRS Trusurround XT
5 " equalizer
2x8w speakers
! ! ( (AVL)

%! &
4xHDMI sockets V1.3 SPDIF
SPDIF Digital coaxial and optical audio output
Audio line In (2xRCA) audio line out (2xRCA)
Headphone jack
S-Video reception over Scart
PC VGA video and audio inputs
2x Scart input sockets
Composite video input (YPbPT)

%! ()

*&itt

1 240w

&

" ( DA # !
0.15w

1 )
$
>W101cmxH69,5cmxD6,5cm
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